
UPS SYSTEM HARDWARE
DOORSENSOR

INPUT

Cord Length 10ft

Max. Sensor Gap 1/4"

PHYSICAL

Switch/Magnet Dimensions 
- HxWxD (in) 0.3 x 1.32 x 0.51

Switch/Magnet Dimensions 
- HxWxD (mm) 8 x 34 x 13

Weight (lbs) 0.11

Weight (kg) 0.049

Shipping Dimensions - 
HxWxD (in) 1.1 x 6.69 x 4.29

Shipping Dimensions - 
HxWxD (mm) 28 x 170 x 109

PHYSICAL - CONT.

Shipping Weight (lbs) 0.205

Shipping Weight (kg) 0.092

Color Grey

ENVIRONMENTAL

Operating Temperature -40°F to 140°F

CERTIFICATIONS

RoHS RoHS Compliant

WARRANTY

Product Warranty 5 Years Limited

SPECIFICATIONS

FEATURES
• Type: Magnetic door switch
• Notifications: Yes, via RMCARD and 

ENVIROSENSOR
• Hardware: Included
• Warranty: 5 years
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Monitor door open/close status  
in a variety of environments

The CyberPower DOORSENSOR monitors Carbon™ Rack Enclosure door 
access and notifies users when a door has been opened or closed. It 
requires a CyberPower RMCARD205 or RMCARD305 network interface 
card and ENVIROSENSOR (all sold separately). The DOORSENSOR is 
covered by a 5-year limited warranty.

Note: The CyberPower DOORSENSOR is also compatible with third-party 
contact closure monitoring systems.


